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Funktionsbeschreibung:

Zwei ineinander gestellte Rahmen sind durch
eine Exzenterwelle und eine Pendelstütze
miteinander verbunden.
In Förderrichtung folgt abwechselnd ein
Querträger des inneren, und ein Querträger des
äußeren Systems. Flexible Siebmatten werden
zwischen die Querträger montiert, so dass sich der
bekannte !Flip " Flow# Effekt einstellt.
Das FMW Flip-Flow Sieb Typ GS wird bei feuchten
Aufgabematerial und bei kleinen Trennschnitten
eingesetzt.

Functional description:

Two frame systems, the inner and the outer, are
connected together primary by eccentric shaft near
the feed part and secondary by pendular supports
near the discharge part of the screen body.
The cross members are alternating part of the inner
and part of the outer frame. So flexible mats, bolted on
the cross members get stretched and relaxed in trampoline
type manner, the so called !flip flow# effect.
The FMW flip-flow screen type GS is specialized on
difficult to screen materials, possibly at high moisture and
small cuts.

Flip-Flow Sieb GLADIATOR

FMW Type GS
Flip-Flow Screen GLADIATOR

FMW-Type B [mm] L [mm] L1 [mm] H [mm] C [mm] B1 [mm]
schwingende Masse
Vibrating mass [kg]

GLADIATOR GS-1240 1250 4000 4650 2900 - 1750 2950

GLADIATOR GS-1253 1250 5300 5900 3400 - 1750 3900

GLADIATOR GS-1553 1500 5300 5900 3400 - 2000 4700

GLADIATOR GS-1866 1800 6600 6700 3800 2000 2400 7000

GLADIATOR GS-2166 2100 6600 6700 3800 2150 2700 8150

GLADIATOR GS-2580 2500 8000 7900 4400 2600 3000 9400

technische Änderungen vorbehalten / subject to technical modification
alle gelisteten Maschinen sind 1-Deck Maschinen / all listed machines are single deck screens
Zwischengrößen nicht angeführt / intermediate sizes not listed


